
Internal structure

Specification

How to order

10 – Ø10 mm

MSI

MSI :
Mini compact cylinder

Model

10

Bore size

5 –  5 mm

5

Stroke

Model Bore size Ø10

Operation Single acting

Fluid Air

Max. service pressure kgf/cm2 (kpa)

Pressure range kgf/cm2 (kpa) 2 ~ 7 (200 700)~

Operated speed ～ 50050�m�m�/�s�e�c

Range of service temperature ～ 600℃

Connection port M5x0.8

9.5 ( 950 )

3-1.33

Operating specification and Ordering expression
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MSI  series  -  Mini compact cylinder



No. Item Material 

Components and Material list

MSI  Ø10

01 Body

02 Front cover
03 Piston rod

04 Piston packing

05 Silencer

06 Spring

07 C-Ring

Aluminum alloy
Aluminum alloy
Medium carbon steel
NBR
Copper alloy
Rubber
Alloy steel

3 7 2 41 5 6

8.5 4.5

Hole

Air supply
M5x0.8P

Silencer

M3x0.5Px6dp

Ø
6

3.5 22

( Mounting hole 2、3 )

( Mounting hole 1 )
M3x0.5Px5dp

2-M3x0.5Px10dp

9 2-R3
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3-1.34

Operating Specification and Ordering expression

MSI  series  -  Mini compact cylinder
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